
Q30
Versatile Retail PIN Pad

RETAILHOSPITALITY

PA X  Q 3 0  i s  a  h i g h - p e r f o r m a n c e ,  m u l t i - f u n c t i o n  p a y m e n t  t e r m i n a l  f o r  t h e  r e t a i l 
marketplace.  The sleek design, coupled with the latest certifications, and fast processor 
make the Q30 a versati le  product that  can operate in vir tually any retai l  environment.
The high-resolution capacitive touchscreen with electronic signature capture and flexible 
connectivity options allows the Q30 to operate as either as a fixed mount or hand-over device.
The integrated camera that supports barcode and QR code reading, along with a dedicated contactless area 
provides retailers confidence that emerging payment types can and will continue to be easily supported on the Q30.
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RESTAURANTS SMB



1D/2D barcode & QR code 
reading

Supports DES, 3DES, RSA

Secure key embedded 
area

4” (800 x 480) LCD Touchscreen

Q30
S P E C I F I C A T I O N S

1GB (512MB Flash + 512MB DDR) | Micro SD 
supporting up to 32GB

Cortex A9 1GHz

Magnetic Card Reader | Smart Card Reader | 
Contactless Card Reader

Optional: Ethernet | USB | 12V Powered USB | 
Wi-Fi | Bluetooth® wireless technology

L x W x H (inches): 7.83 x 4.41 x 2.09
Weight: 14.1 oz

PCI PTS 5.x, SRED | EMV® L1 & L2 | EMV CL L1 | 
MasterCard Contactless | MasterCard TQM | Amex 
Expresspay | Discover D-PAS | Visa payWave | 
Interac Flash | J/Speedy | UnionPay qUICS
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A D D I T I O N A L  S P E C SM A I N  F E A T U R E S

Multi-Functional Cable | Privacy Shield | Stylus 
Pen and Holder (optional)

Accessories

0.3 Megapixel Fixed Focal Camera | 1D / 2D 
Barcode and QR Code ReaderCamera

Input: 100 - 240V AC, 50Hz / 60Hz | Output: 5.0V 
DC, 1.0A

Adapter

Multi-Functional Port | Micro SD SlotPeripheral
Ports
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